
CMS Software
Upgradeable

Touch Screen
Upgradeable

Maximizing Impact

Visibilityfor NEXT-LEVEL

Available Sizes

55”

65”

43”

Windows System
Upgradeable

Updated: JAN 2025

I S O  1 4 0 0 1

READY
STOCK

2
Years

2
Years
WARRANTY

Commercial
Grade

50,000 hours

178° Ultra Viewing

IPS Panel

LED Backlight

Tempered Glass
Protection

Ultra-Slim Freestanding
 Advertising Panel

4K Ultra Display
Available in

10 - Touch
PCAP



Way Finder / Directory Advertising Signage Custom Applications

Ultra-Slim  Freestanding Advertising Panel

DIGITAL SIGNAGE SOFTWARE

REV Digital Signage is a cloud-based platform where you can 
design, display, and schedule content effectively. Easily manage 
all your digital signage screens from the web browser.

Low-cost, high-performance solution to 
launch your signage experience to new heights! 

Interactive
Kiosk

Ceiling & Wall
Digital Signage

Freestanding
Display

JPEG, PNG, GIF, BMP, TIF

MKV, WMV, MP4, MPG, MPEG, DAT, AVI, MOV, RM

MP3, AAC, WMA, RM, FLAC

Format supported:

https://



Ultra-Slim Freestanding Advertising Panel

+603-5882 6216

No. 14, Jalan Serendah 26/41, Sekitar 26, Seksyen 26, 40400 Shah Alam, Selangor. Malaysia.

www.greentouch.com.my

GREENTOUCH TECHNOLOGY (MALAYSIA) SDN BHD 1313133-U

Manufactured by:Distributed by:

Panel

Display Size (inch)

Backlit Type

Resolution

Aspect Ratio

Brightness (cd/m2)

Contrast Ratio (Typ.)

Viewing Angle (H/V)

Color

Response Time (G-to-G)

Operation Hour

43” 55”

E-LED

16:09

65”

Active Display Area (mm) 529.4(H) x 1,027(V) 680.4(H) x 1,320(V) 821.5(H) x 1,593.8(V)

Overall Physical Size (mm) 621(H) x 1,778(V) x 459(D) 776(H) x 1,904(V) x 459(D) 912(H) x 2,084(V) x 480(D)

Include

Type of packaging

Android 

Media 

Player

Processor

RAM

Memory

USB

LAN

External memory

Multimedia

Media Resolution

Wi-Fi

Operating system

Safety

Android 11 & 13

AC 100 - 240V~ (+/-10%), 50/60Hz

less than 0.5W

less than 0.5W

Yes

Floor standing

0˚C ~ 45˚C

-10˚C ~ 55˚C

10% ~ 80%

5% ~ 95%

RK3566 (Quad core 64-bit Cortex-A55, up to 1.8Ghz)

4GB & 8GB

32GB & 128GB EMMC

USB2.0 HOST (X2)

10M / 100M Ethernet (Network version screen only)

8GB SD card (up to 32G)

Video (MPG, AVI MP4, RM, RMVB, TS), Audio (MP3, WMA), Image (JPG, GIF, BMP, PNG)

1,920 x 1,080

802.11b/g/n Ethernet (Network version screen only)

CE ROHS

Carton box / honeycomb box + wooden case

Wall mount bracket, scheduling software, remote control, key, power cable, SD card

5W, 8Ω  (2 sets)

Internal

100 150 200

Accessories

OS

Certification

Sound

Power

Mechanical
Spec

Environmental

Protection Glass

Mount Type

Operating Temperature

Storage Temperature

Operating Humidity

Storage Humidity

Max[W/h]

Sleep mode

Off mode

Audio Output

Type

Power Supply

Power
Consumption

Model No.: 
SD209-FS-DS (OC)

*Product Specifications may various, subject to products Development

4K 3,840 × 2,160 & FHD 1,920 x 1,080

Display Orientation

300nit

1,500:1

350nit

2,000:1

18/7

16.7M

6ms

178/178

Portrait


